
The Residential Safe!   ULTIMATE

?

?Reinforced Composite Body 1 ½” (40mm)   
able to resist attack by multiple tools

?High-tensile steel plate door ½ ” (8mm) 
?Massive 1” (24mm) chrome plated bolts on all 

4 sides (3-way active bolts and stationary bolts 
on the hinge side)

?Adjustable Shelf
?Solid Steel hinges 
?Locking options: Key Lock or Combination 

Lock 
?mounting holes on bottom of safe and 

hardware for anchoring securely to the floor
?1 hour Fire resistant rating class 350° 
?*Sophisticated digital combination lock with 

time delay function and wrong code tryout 
penalty, battery compartment located on outer 
side of safe (made in EU)

B-Rated Heavy Duty Construction
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MK Series

MK30 with Mechanical 
Combination Lock

MK50 with Key Lock
Kaba-Mauer

REAL SECURITY BUILT TO A HIGHER STANDARD 

 

INSIDE DIMENSIONS OUTSIDE DIMENSIONS  
MODEL H W D* H W D* 

APPROX. 
WEIGHT 

MK 30 
8.3” 

(210mm) 
8.3” 

(210mm) 
9.5” 

(240mm) 
11.8” 

(300mm) 
11.8” 

(300mm) 
13.8” 

(350mm) 
106 lbs 
(48 kg) 

MK 50 
16.0” 

410mm 
11.8” 

300mm 
11.8” 

300mm 
19.7” 

500mm 
15.7” 

400mm 
15.7” 

400mm 
154 lbs 
(70 kg) 

MK 50D 
16.0” 

(410mm) 
11.8” 

(300mm) 
15.7” 

(400mm) 
19.7” 

(500mm) 
15.7” 

(400mm) 
19.7” 

(500mm) 
187 lbs 
(85 kg) 

MK50 
with digital combination lock

*digital combination option available only on MK50 and MK50D models

Authorized Dealer:
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